NMB Technologies 


FCC ID: AQ6-RT2900 


Model Series RT-2900W Modern Design Membrane Keyboard 
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as FUNCTIONAL 

Auto Repeat 

This function is controlled by the host 
system with the following default values. 
When a key is held down, the keyboard 
will continuously output 10.9 characters 
per second after a delay of 0.5 seconds. 


Locking Functions 

LEDs located on the enclosure indicate 
the status of Num Lock, Caps Lock and 
Scroll Lock Keys. The LED indicators 
are controlled by the host system. 


Buffering 

The keyboard will buffer up to 16 bytes 
when the system is unable to receive scan 
codes from the keyboard. The keystrokes are 
stored in a first-in-first-out (FIFO) buffer: 


Input-Output Data Logic Level 


Data input and output is standard TTL level. 


@ ELECTRICAL 
Input Voltage 
4.75 to 5.25 VDC. 


Input Current 
75 milliamperes maximum. 


_ ™@ MECHANICAL 
~ Enclosure Material 
Injection Molded Thermoplastics. 


Keycap Material 
Thermoplastic. 


UL flammability rating 94 HB. 


Enclosure Color 
Pearl White 


Keycap Color 
Pearl White 


' Dimensions in are in millimeters 
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Chassis 


Ground 
1. Clock 
2. Data 
3.NC 
4, Sig Gnd 
5, +5 VOC 
| 2 PL. 
DIN Connector 
1, Data Chassis 
2, WC Ground 
3. Sig Gnd 
4, +5 VOC 
5, Clock 
6. NC 
Min/-DIN Connector 
m@ ENVIRONMENTAL ™ MECHANICAL | 
Temperature Contact Material 


Operating: +32°F to +131°F (0°C to +55°C) 
Storage: -40°F to +149°F (-40°C to +65°C) 


Relative Humidity 
O to 95 percent. 


Electromagnetic Compatibility 

The keyboard is designed and manufactured to 
comply with Class B limits, Part 15 of FCC 
rules for computing device peripherals. Also 
oe with eaaaion ICES-003 Class B, . 


Electrostatic Discharge (ESD) 

The level of ESD protection is dependent on 
the grounding of the host system. In most 
cases the RT keyboard features 10 KV protec- 
tion without any soft errors. Conforms to IEC 
1000-4-2 specifications. 


Agency Approval 
Keyboard is approved by FCC, UL, CSA, 
TUV, VCCI and CE. 


Mylar with silver-carbon overlay. 


Keyswitch Travel 
0.140 + .020 inch B.6 +.5 mm) 


Travel to Make 
0.090 + .020 inch (2.3 + .5 mm) 


Operating Force 
Momentary Action: _ , 
2.0 oz. nominal (55 grams) 


Feel - Tactile. ! 
Life - Meets or exceeds 10 million cycles. 
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The “Right Touch” For Compatibility 


! 
meeeibility with | 
eaeer Processor 


The new NMB Right Touch keyboard for Windows 98 has a 25% smaller footprint than 


emer iDility with DOS, | @ full size keyboard, complementing modern enclosure designs and smaller office work 
eee 2d Windows 98 | areas. With the addition of three new keys for increased functionality with the Windows 98 
Seas -2 Compatibility | operating system, users have direct access to all applications. 
aN or Optional ' | 


Pemeeeconnector. 


The RT-2900W keyboard operates with any DOS, Windows and Windows 98 compatible 
system. As a result of advanced electronic engineering and extensive compatibility testing, 


ee 48 Process certification by Microsoft Compatibility Labs has been awarded. 
| Model Available... | 


ed) high quality at a competitive price. NMB%s reputation as the leader in the worldwide 
keyboard industry is built upon 27 years of keyboard experience, outstanding domestic 


i 
| 
| 
| 
fee dustry Standard | Assembled in a high volume, state-of-the-art, automated factory, NMB keyboards deliver 
| engineering support, and a commitment to customer service and satisfaction. 


\ 


Bet | Visit the NMB Technologies home page at www.nmbtech.com for more information on 
ated 

Microsoft® our products. 

Windows'98 | 


gologies Inc., 9730 Independence Ave., Chatsworth, CA 91311 « tel: 818.341.3355 © fax: 818.341.8207 ® internet: www.nmbtech.com © e-mail: info@nmbtech.com 


Report # User manual 
Page 7 of 11 


FCC ID: AQ6-RT2900 


FCC ID Class B Report 


LI JO 8 os8eg 


jenueul Jos # Wodoy 


wodoy g sseID GI OOH 


SOISOTOUYSIT, FINN 


Notice 


Information in this manual is subject to change without notice. _ TE C L| NO LOG | ES | N C 
x 


NMB TECHNOLOGIES IS NOT LIABLE FOR TECHNICAL OR 
EDITORIAL ERRORS OR OMISSIONS CONTAINED IN THIS 
DOCUMENT; NOR FOR INCIDENTAL OR CONSEQUENTIAL 
DAMAGES RESULTING FROM. THE FURNISHING, 
PERFORMANCE OR USE OF THIS MATERIAL. 


Computer Keyboard 


User's Manual 


NMB Technologies, Inc. 
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To Install the Keyboard: 


Turn off computer before installing the keyboard. 


~ Find the keyboard receptacle on the réar panel of the 


computer. Usually, an icon can be seen to identify the 
keyboard connector as shown below. 


_ Connect keyboard plug on keyboard cable to the proper 


receptacle on the computer. 


Note: Never attempt to force the plug into the receptacle if it 
does not fit! 


To Angle the Keyboard: 


e Use the fold-out tilt legs, located at the back left and right 
comers on the underside of the keyboard. Pull the tabs 


outward to full open position. Do not use excessive force 
when doing so. 


Tilt leg Back of Keyboard 


Tilt leg 


Front of Keyboard - 


Keyboard 
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Computer 


Pole 
CLK 


PS/2 
Data 


MPU 


wi Internal RC Oscillator 
4 MHz +/-10% 


x18 


+5V 


GALL CAPACITOR VALUES ARE 1 MICROF ARABS. 
2ALL RESTOR VALUES ARE Mi ONES. 
LHEFERENCE PRTED SOAR 125138 LATEST SFY, 
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